




















STEP 14: SETTING SPRING INITIAL TENSION SERIES MD15 AND MD16

A. At tensioner end, place pipe wrench around end of axle so that pulling down on the handle will rotate the axle to
increase spring tension.

B. Rotate axle 1/2 to 3/4 of a turn by pulling down on pipe wrench.
C. Remove pipe wrench from axle.

D. While firmly holding the door at the bottom bar, cut the tape and plastic wrap that holds the door in a coil.
Direct the bottom bar down into the guides, stopping just past the head stop area.

STEP 15: HEAD STOPS

A. Slide head stop from inside of each guide. See figures 6 through 9.
B. Secure each head stop to holder with 3/8-16 x 1/2" hex bolt and 3/8" lock washer.

STEP 16: POSITION DOOR

A. Fully open door.

B. At both ends of the door, slightly loosen all 3/8-16 x 3/4" hex bolts that go through the door bracket and
connect to the tensioner, axle support and chain hoist.

C. Push door assembly as close as possible toward header and still be able to rotate freely. Each end of door
should be equal distance from the header and the curtain must be centered in the opening.

D. Tighten securely all 3/8-16 x 3/4" hex bolts that were loosened in step 16B.

E. Tighten all 3/8-16 square head setscrews in tensioner and axle support at both ends of door.

STEP 17: CHECK DOOR OPERATION

A. Lower and raise the door to test door operation and balance.
B. If door is easy to close, but hard to open, increase spring initial tension.
C. If door is hard to close, but easy to open, decrease spring initial tension.

STEP 18: ADJUST SPRING INITIAL TENSION

A. Loosen all 3/8-16 square head setscrews in tensioner and axle support at both ends of door.

B. At tensioner end, place pipe wrench around end of axle so that pulling down on the handle will rotate the axle to
increase spring tension.

C. To increase spring tension, pull down on pipe wrench. The tensioner will automatically grip the axle and hold
the new tension setting.

D. To decrease spring tension, momentarily pull down on pipe wrench and then lift the spring roll pin on the
tensioner's knurled wheel. Gently let up on pipe wrench, allowing the axle to rotate to reduce the tension.
While holding the new tension, release the tensioner's spring roll pin. The tensioner will now grip the axle
and hold the new tension setting.

E. Tighten all 3/8-16 square head setscrews in tensioner and axle support at both ends of door.

F. Remove pipe wrench and operate door.

6. Repeat steps 18A through 18F as necessary.

STEP 19: WARNING LABEL
A. Install warning label at a readable height on the drive side door guide or jamb. 8






