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SAFETY INFORMATION
OVERVIEW OF POTENTIAL HAZARDS

Overhead doors are large, heavy objects that move with the help of springs under high tension and electric motors. Since
moving objects, springs under tension, and electric motors can cause injuries, your safety and the safety of others depend
on you reading the information in this manual. If you have questions or do not understand the information presented, call
your nearest service representative.

In this section, and those that follow, the words "Danger”, "Warning", and "Caution" are used to emphasize important safety
information. For example:

A DANGER: Indicates an imminently hazardous situation which,
if not avoided, will result in death or serious injury.

A WARNING: Indicates a potentially hazardous situation
which, if not avoided, could result in death
or serious inury.

A cAuTION

A CAUTION: Indicates a potentially hazardous situation which, Use proper lifting equipment and correct
if not avoided, may result in injury or property damage. liffing procedures fo avoid damage or injury.

POTENTIAL HAZARD EFFECT PREVENTION

_ Keep people clear of opening while Door is moving.

A WARNI NG DO NOT allow children to play with the Door Operator.
Could result in death
or serious injury DO NOT operate a Door that jams or one that has a broken spring.

MOVING DOOR

Turn off power before removing operator cover.

i llmi A WARNI NG When replacing operator cover, make sure wires are not pinched or near

Could result in death moving parts.

or serious inju
ary Operator must be properly grounded.

ELECTRICAL SHOCK
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)
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HIGH SPRING TENSION

DO NOT try to remove, repair or adjust springs or anything to which Door
spring parts are fastened, such as steel brackets or other like items.

AWARNING

Could result in death ) . .
or serious injury Repairs and adjustments must be made by a trained door system

technician using proper tools and instructions.
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FIGURE 1
TABLE 1
JAMB FASTENER DRILL NOTES
SIZE
3/8-16 X 1 TYPE 23 THD CUT SCREW “S* (348"
STEEL 3/8-16 X 1-1/4" HEX BOLT AND NUT 7/16" 3/16" MIN
1/2-13 X 1-1/4* TYPE F THD CUT SCREW | 29,64~ STEEL JAMB
1/2-13 X 1-1/2° HEX BOLT AND NUT 9/16° THICKNESS
CONCRETE . . _ DRILL HOLE 1/2"
OR 3/8[ X 4[ POWERS WEDGE-BOLT POWERS 1318 DEEPER THAN
FILLED BLOCK t72" X 4" POWERS WEDGE-BOLT POWERS 1322 ANCHOR LENGTH
UNFILLED BLOCK| 3,5+ Trru-BOLT e INSTALL 3“ ROUND OR SQUARE
OR /2" THRU-BOLT 9/16° STEEL FLAT WASHER
SOFT BRICK ON OPPOSITE SIDE OF WALL
WOOD 3/8" LAG SCREW 174 DRILL HOLE 1/2* DEEPER
172" LAG SCREW 3/8" THAN SCREW LENGTH

csured from back to back of assembly leg of wall angle. See Figure 2. The "X" distance
MUST be within 1/8" from the top to bottom of the guides.

C. Both guide wall angles MUST be on a level line and both guides MUST be plumb.
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FIGURE 2
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