]ANUS" 3100 COMMERCIAL DOOR

INTERNATIONAL GROUP

commercial STANDARD FEATURES

Pre-Lubricated Springs: During production, springs are factory
31 Oo lubricated and enclosed in a tube to protect them from the

environmental elements.

. Dead Axle & Barrel Assembly: An enclosed spiral barrel houses
Ma,x1m13m the dead axle assembly and offers durability and smoother
20x18 operation as weight is distributed throughout the barrel.
Medium—Duty 26-Gauge Corrugated Door .Curtam: Manufactured from ga?lva_nlzed
é . . grade-80 steel and coated with super-durable polyester paint in
Application )
more than 30 color options.

Insulated Version Available: Side and top draft stops included.

Quality
Guaranteed

Scan below to see additional features and options.

The 3100 Commercial Series from Janus International is our certified windload
rated, rolling sheet door that meets specified wind loads required by building
codes. Independent laboratory testing proves the strength and durability of the
3100 series. The quick installation and smooth operation, compared to other doors,
further demonstrates how user friendly this door is.

Scan for

more information,
technical specs, and
drawings of this door:
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https://www.janusintl.com/rolling-steel-doors
https://www.janusintl.com/products/self-storage-doors
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Scan to see this door:

3100 COMMERCIAL DOOR

3100 HIGHLIGHTS

= Wind Load Windlock

% Medium-Duty

= Warehouses
= Commercial Buildings
= Freight Terminals
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JANUSINTL.COM marketing@janusintl.com

HEADQUARTERS: PLEASE VISIT OUR WEBSITE

Janus International Group FOR ADDITIONAL INFORMATION:

135 Janus International Blvd. = ADA Compliance » Technical Drawings
Temple, GA 30179 = Color Options = Warranty
866-562-2580 = Installation = Additional Locations



https://www.janusintl.com/products/self-storage-doors

